
184 

40 CFR Ch. I (7–1–08 Edition) § 63.110 

Chemical name CAS 
Number a 

Naphthalene ........................................................ 91203 
Nitrobenzene ....................................................... 98953 
Nitropropane (2-) ................................................. 79469 
Phenol .................................................................. 108952 
Phenylenediamine (p-) ........................................ 106503 
Phosgene ............................................................. 75445 
Propionaldehyde .................................................. 123386 
Propylene dichloride (1,2-Dichloropropane) ........ 78875 
Propylene oxide ................................................... 75569 
Quinone ............................................................... 106514 
Styrene ................................................................ 100425 
Tetrachloroethane (1,1,2,2-) ................................ 79345 
Tetrachloroethylene (Perchloroethylene) ............ 127184 
Toluene ................................................................ 108883 
Toluidine (o-) ....................................................... 95534 
Trichlorobenzene (1,2,4-) .................................... 120821 
Trichloroethane (1,1,1-) (Methyl chloroform) ....... 71556 
Trichloroethane (1,1,2-) (Vinyl trichloride) ........... 79005 
Trichloroethylene ................................................. 79016 
Trichlorophenol (2,4,5-) ....................................... 95954 
Triethylamine ....................................................... 121448 
Trimethylpentane (2,2,4-) .................................... 540841 
Vinyl acetate ........................................................ 108054 
Vinyl chloride (chloroethylene) ............................ 75014 
Vinylidene chloride (1,1-Dichloroethylene) .......... 75354 
Xylene (m-) .......................................................... 108383 
Xylene (o-) ........................................................... 95476 
Xylene (p-) ........................................................... 106423 

a CAS Number=Chemical Abstract Service number. 

[62 FR 2740, Jan. 17, 1997, as amended at 71 
FR 76614, Dec. 21, 2006] 

Subpart G—National Emission 
Standards for Organic Haz-
ardous Air Pollutants From the 
Synthetic Organic Chemical 
Manufacturing Industry for 
Process Vents, Storage Ves-
sels, Transfer Operations, and 
Wastewater 

SOURCE: 59 FR 19468, Apr. 22, 1994, unless 
otherwise noted. 

§ 63.110 Applicability. 
(a) This subpart applies to all process 

vents, storage vessels, transfer racks, 
wastewater streams, and in-process 
equipment subject to § 63.149 within a 
source subject to subpart F of this 
part. 

(b) Overlap with other regulations for 
storage vessels. (1) After the compliance 
dates specified in § 63.100 of subpart F 
of this part, a Group 1 or Group 2 stor-
age vessel that is also subject to the 
provisions of 40 CFR part 60, subpart 
Kb is required to comply only with the 
provisions of this subpart. 

(2) After the compliance dates speci-
fied in § 63.100 of subpart F of this part, 

a Group 1 storage vessel that is also 
subject to the provisions of 40 CFR part 
61, subpart Y is required to comply 
only with the provisions of this sub-
part. 

(3) After the compliance dates speci-
fied in § 63.100 of subpart F of this part, 
a Group 2 storage vessel that is also 
subject to the provisions of 40 CFR part 
61, subpart Y is required to comply 
only with the provisions of 40 CFR part 
61, subpart Y. The recordkeeping and 
reporting requirements of 40 CFR part 
61, subpart Y will be accepted as com-
pliance with the recordkeeping and re-
porting requirements of this subpart. 

(c) Overlap with other regulations for 
transfer racks. (1) After the compliance 
dates specified in § 63.100 of subpart F 
of this part, a Group 1 transfer rack 
that is also subject to the provisions of 
40 CFR part 61, subpart BB is required 
to comply only with the provisions of 
this subpart. 

(2) After the compliance dates speci-
fied in § 63.100 of subpart F of this part, 
a Group 2 transfer rack that is also 
subject to the provisions of 40 CFR part 
61, subpart BB is required to comply 
with the provisions of either paragraph 
(c)(2)(i) or (c)(2)(ii) of this subpart. 

(i) If the transfer rack is subject to 
the control requirements specified in 
§ 61.302 of 40 CFR part 61, subpart BB, 
then the transfer rack is required to 
comply with the control requirements 
of § 61.302 of 40 CFR part 61, subpart BB. 
The owner or operator may elect to 
comply with either the associated test-
ing, monitoring, reporting, and record-
keeping requirements of 40 CFR part 
61, subpart BB or with the testing, 
monitoring, recordkeeping, and report-
ing requirements specified in this sub-
part for Group 1 transfer racks. The 
owner or operator shall indicate this 
decision in either the Notification of 
Compliance Status specified in 
§ 63.152(b) of this subpart or in an oper-
ating permit application or amend-
ment. 

(ii) If the transfer rack is subject 
only to reporting and recordkeeping re-
quirements under 40 CFR part 61, sub-
part BB, then the transfer rack is re-
quired to comply only with the report-
ing and recordkeeping requirements 
specified in this subpart for Group 2 
transfer racks and is exempt from the 
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reporting and recordkeeping require-
ments in 40 CFR part 61, subpart BB. 

(d) Overlap with other regulations for 
process vents. (1) After the compliance 
dates specified in § 63.100 of subpart F 
of this part, a Group 1 process vent 
that is also subject to the provisions of 
40 CFR part 60, subpart III is required 
to comply only with the provisions of 
this subpart. 

(2) After the compliance dates speci-
fied in § 63.100 of subpart F of this part, 
the owner or operator of a Group 2 
process vent that is also subject to the 
provisions of 40 CFR part 60, subpart III 
shall determine requirements accord-
ing to paragraphs (d)(2)(i) and (d)(2)(ii) 
of this section. 

(i) If the Group 2 process vent has a 
TRE value less than 1 as determined by 
the procedures in 40 CFR part 60, sub-
part III, the process vent is required to 
comply with the provisions in para-
graphs (d)(2)(i)(A) through (d)(2)(i)(C) of 
this section. 

(A) The provisions in both this sub-
part and in 40 CFR part 60, subpart III 
for applicability determination and the 
associated recordkeeping and report-
ing; 

(B) The provisions in both this sub-
part and in 40 CFR part 60, subpart III 
for process changes and recalculation 
of the TRE index value and the associ-
ated recordkeeping and reporting; and 

(C) The control requirements in 
§ 60.612 of 40 CFR part 60, subpart III. 
The owner or operator may elect to 
comply with either the associated test-
ing, monitoring, reporting, and record-
keeping requirements of 40 CFR part 
60, subpart III or with the testing, mon-
itoring, reporting, and recordkeeping 
requirements specified in this subpart 
for Group 1 process vents. The owner or 
operator shall indicate this decision in 
either the Notification of Compliance 
Status specified in § 63.152(b) of this 
subpart or in an operating permit ap-
plication or amendment. 

(ii) If the Group 2 process vent has a 
TRE value greater than or equal to 1 as 
determined by the procedures in 40 
CFR part 60, subpart III, the process 
vent is required to comply only with 
the provisions specified in paragraphs 
(d)(2)(ii)(A) through (d)(2)(ii)(D) of this 
section. 

(A) The provisions in both this sub-
part and in 40 CFR part 60, subpart III 
for applicability determination and the 
associated recordkeeping and report-
ing; 

(B) The provisions in both this sub-
part and in 40 CFR part 60, subpart III 
for process changes and recalculation 
of the TRE index value and the associ-
ated recordkeeping and reporting; 

(C) If the provisions of both this sub-
part and 40 CFR part 60, subpart III re-
quire continuous monitoring of recov-
ery device operating parameters, the 
process vent is required to comply only 
with the provisions that are specified 
in this subpart for continuous moni-
toring of recovery device operating pa-
rameters and the associated testing, 
reporting, and recordkeeping. 

(D) If only the provisions of 40 CFR 
part 60, subpart III require continuous 
monitoring of recovery device oper-
ating parameters, the process vent is 
required to comply only with the provi-
sions that are specified in 40 CFR part 
60, subpart III for continuous moni-
toring of recovery device operating pa-
rameters and the associated testing, 
reporting, and recordkeeping. 

(3) After the compliance dates speci-
fied in 63.100 of subpart F of this part, 
if an owner or operator of a process 
vent subject to this subpart that is also 
subject to the provisions of 40 CFR part 
60, subpart III elects to control the 
process vent to the levels required in 
§ 63.113 (a)(1) or (a)(2) of this subpart 
without calculating the TRE index 
value for the vent according to the pro-
cedures specified in § 63.115(d) of this 
subpart then the owner or operator 
shall comply with the testing, moni-
toring, reporting, and recordkeeping 
provisions of this subpart and shall be 
exempt from the testing, monitoring, 
reporting, and recordkeeping provi-
sions of 40 CFR part 60, subpart III. 

(4) After the compliance dates speci-
fied in § 63.100 of subpart F of this part, 
a Group 1 process vent that is also sub-
ject to the provisions of 40 CFR part 60, 
subpart NNN is required to comply 
only with the provisions of this sub-
part. 

(5) After the compliance dates speci-
fied in § 63.100 of subpart F of this part, 
the owner or operator of a Group 2 
process vent that is also subject to the 
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provisions of 40 CFR part 60, subpart 
NNN shall determine requirements ac-
cording to paragraphs (d)(5)(i) and 
(d)(5)(ii) of this section. 

(i) If the Group 2 process vent has a 
TRE value less than 1 as determined by 
the procedures in 40 CFR part 60, sub-
part NNN, the process vent is required 
to comply with the provisions in para-
graphs (d)(5)(i)(A) through (d)(5)(i)(C) of 
this section. 

(A) The provisions in both this sub-
part and in 40 CFR part 60, subpart 
NNN for applicability determination 
and the associated recordkeeping and 
reporting; 

(B) The provisions in both this sub-
part and in 40 CFR part 60, subpart 
NNN for process changes and recalcula-
tion of the TRE index value and the as-
sociated recordkeeping and reporting; 
and 

(C) The control requirements in 
§ 60.662 of 40 CFR part 60, subpart NNN. 
The owner or operator may elect to 
comply with either the associated test-
ing, monitoring, reporting, and record-
keeping requirements of 40 CFR part 
60, subpart NNN or with the testing, 
monitoring, reporting, and record-
keeping requirements specified in this 
subpart for Group 1 process vents. The 
owner or operator shall indicate this 
decision in either the Notification of 
Compliance Status specified in 
§ 63.152(b) of this subpart or in an oper-
ating permit application or amend-
ment. 

(ii) If the Group 2 process vent has a 
TRE value greater than or equal to 1 as 
determined by the procedures in 40 
CFR part 60, subpart NNN, the process 
vent is required to comply only with 
the provisions specified in paragraphs 
(d)(5)(ii)(A) through (d)(5)(ii)(D) of this 
section. 

(A) The provisions in both this sub-
part and in 40 CFR part 60, subpart 
NNN for applicability determination 
and the associated recordkeeping and 
reporting; 

(B) The provisions in both this sub-
part and in 40 CFR part 60, subpart 
NNN for process changes and recalcula-
tion of the TRE index value and the as-
sociated recordkeeping and reporting; 

(C) If the provisions of both this sub-
part and 40 CFR part 60, subpart NNN 
require continuous monitoring of re-

covery device operating parameters, 
the process vent is required to comply 
only with the provisions that are speci-
fied in this subpart for continuous 
monitoring of recovery device oper-
ating parameters and the associated 
testing, reporting, and recordkeeping. 

(D) If only the provisions of 40 CFR 
part 60, subpart NNN require contin-
uous monitoring of recovery device op-
erating parameters, the process vent is 
required to comply only with the provi-
sions that are specified in 40 CFR part 
60, subpart NNN for continuous moni-
toring of recovery device operating pa-
rameters and the associated testing, 
reporting, and recordkeeping. 

(6) After the compliance dates speci-
fied in § 63.100 of subpart F of this part, 
if an owner or operator of a process 
vent subject to this subpart that is also 
subject to the provisions of 40 CFR part 
60, subpart NNN elects to control the 
process vent to the levels required in 
§ 63.113(a)(1) or (a)(2) of this subpart 
without calculating the TRE index 
value for the vent according to the pro-
cedures specified in § 63.115(d) of this 
subpart then the owner or operator 
shall comply with the testing, moni-
toring, reporting, and recordkeeping 
provisions of this subpart and shall be 
exempt from the testing, monitoring, 
reporting, and recordkeeping provi-
sions of 40 CFR part 60, subpart NNN. 

(7) After the compliance dates speci-
fied in § 63.100 of subpart F of this part, 
a Group 1 process vent that is also sub-
ject to the provisions of 40 CFR part 60, 
subpart RRR is required to comply 
only with the provisions of this sub-
part. 

(8) After the compliance dates speci-
fied in § 63.100 of subpart F of this part, 
the owner or operator of a Group 2 
process vent that is also subject to the 
provisions of 40 CFR part 60, subpart 
RRR shall determine requirements ac-
cording to paragraphs (d)(8)(i) and 
(d)(8)(ii) of this section. 

(i) If the Group 2 process vent has a 
TRE value less than 1 as determined by 
the procedures in 40 CFR part 60, sub-
part RRR, the process vent is required 
to comply with the provisions in para-
graphs (d)(8)(i)(A) through (d)(8)(i)(C) of 
this section. 

(A) The provisions in both this sub-
part and in 40 CFR part 60, subpart 
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RRR for applicability determination 
and the associated recordkeeping and 
reporting; 

(B) The provisions in both this sub-
part and in 40 CFR part 60, subpart 
RRR for process changes and recalcula-
tion of the TRE index value and the as-
sociated recordkeeping and reporting; 
and 

(C) The control requirements in 
§ 60.702 of 40 CFR part 60, subpart RRR. 
The owner or operator may elect to 
comply with either the associated test-
ing, monitoring, reporting, and record-
keeping requirements of 40 CFR part 
60, subpart RRR or with the testing, 
monitoring, reporting, and record-
keeping requirements specified in this 
subpart for Group 1 process vents. The 
owner or operator shall indicate this 
decision in either the Notification of 
Compliance Status specified in 
§ 63.152(b) of this subpart or in an oper-
ating permit application or amend-
ment. 

(ii) If the Group 2 process vent has a 
TRE value greater than or equal to 1 as 
determined by the procedures in 40 
CFR part 60, subpart RRR, the process 
vent is required to comply only with 
the provisions specified in paragraphs 
(d)(8)(ii)(A) through (d)(8)(ii)(D) of this 
section. 

(A) The provisions in both this sub-
part and in 40 CFR part 60, subpart 
RRR for applicability determination 
and the associated recordkeeping and 
reporting; 

(B) The provisions in both this sub-
part and in 40 CFR part 60, subpart 
RRR for process changes and recalcula-
tion of the TRE index value and the as-
sociated recordkeeping and reporting; 

(C) If the provisions of both this sub-
part and 40 CFR part 60, subpart RRR 
require continuous monitoring of re-
covery device operating parameters, 
the process vent is required to comply 
only with the provisions that are speci-
fied in this subpart for continuous 
monitoring of recovery device oper-
ating parameters and the associated 
testing, reporting, and recordkeeping. 

(D) If only the provisions of 40 CFR 
part 60, subpart RRR require contin-
uous monitoring of recovery device op-
erating parameters, the process vent is 
required to comply only with the provi-
sions that are specified in 40 CFR part 

60, subpart RRR for continuous moni-
toring of recovery device operating pa-
rameters and the associated testing, 
reporting, and recordkeeping. 

(9) After the compliance dates speci-
fied in § 63.100 of subpart F of this part, 
if an owner or operator of a process 
vent subject to this subpart that is also 
subject to the provisions of 40 CFR part 
60, subpart RRR elects to control the 
process vent to the levels required in 
§ 63.113(a)(1) or (a)(2) of this subpart 
without calculating the TRE index 
value for the vent according to the pro-
cedures specified in § 63.115(d) of this 
subpart then the owner or operator 
shall comply with the testing, moni-
toring, reporting, and recordkeeping 
provisions of this subpart and shall be 
exempt from the testing, monitoring, 
reporting, and recordkeeping provi-
sions of 40 CFR part 60, subpart RRR. 

(10) As an alternative to the require-
ments of paragraphs (d)(2), (d)(3), (d)(5), 
(d)(6), (d)(8), and/or (d)(9) of this section 
as applicable, if a chemical manufac-
turing process unit has equipment sub-
ject to the provisions of this subpart 
and equipment subject to the provi-
sions of 40 CFR part 60, subpart III, 
NNN, or RRR, the owner or operator 
may elect to apply this subpart to all 
such equipment in the chemical manu-
facturing process unit. If the owner or 
operator elects this method of compli-
ance, all total organic compounds 
minus methane and ethane, in such 
equipment shall be considered for pur-
poses of applicability and compliance 
with this subpart, as if they were or-
ganic hazardous air pollutants. Compli-
ance with the provisions of this sub-
part, in the manner described in this 
paragraph, shall be deemed to con-
stitute compliance with 40 CFR part 60, 
subpart III, NNN, or RRR, as applica-
ble. 

(e) Overlap with other regulations for 
wastewater. (1) After the compliance 
dates specified in § 63.100 of subpart F 
of this part, the owner or operator of a 
Group 1 or Group 2 wastewater stream 
that is also subject to the provisions of 
40 CFR part 61, subpart FF is required 
to comply with the provisions of both 
this subpart and 40 CFR part 61, sub-
part FF. Alternatively, the owner or 
operator may elect to comply with the 
provisions of paragraphs (e)(1)(i) and 
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(e)(1)(ii) of this section, which shall 
constitute compliance with the provi-
sions of 40 CFR part 61, subpart FF. 

(i) Comply with the provisions of this 
subpart; and 

(ii) For any Group 2 wastewater 
stream or organic stream whose ben-
zene emissions are subject to control 
through the use of one or more treat-
ment processes or waste management 
units under the provisions of 40 CFR 
part 61, subpart FF on or after Decem-
ber 31, 1992, comply with the require-
ments of this subpart for Group 1 
wastewater streams. 

(2) After the compliance dates speci-
fied in § 63.100 of subpart F of this part, 
the owner or operator of any Group 1 or 
Group 2 wastewater stream that is also 
subject to provisions in 40 CFR parts 
260 through 272 shall comply with the 
requirements of either paragraph 
(e)(2)(i) or (e)(2)(ii) of this section. 

(i) For each Group 1 or Group 2 
wastewater stream, the owner or oper-
ator shall comply with the more strin-
gent control requirements (e.g., waste 
management units, numerical treat-
ment standards, etc.) and the more 
stringent testing, monitoring, record-
keeping, and reporting requirements 
that overlap between the provisions of 
this subpart and the provisions of 40 
CFR parts 260 through 272. The owner 
or operator shall keep a record of the 
information used to determine which 
requirements were the most stringent 
and shall submit this information if re-
quested by the Administrator; or 

(ii) The owner or operator shall sub-
mit, no later than four months before 
the applicable compliance date speci-
fied in § 63.100 of subpart F of this part, 
a request for a case-by-case determina-
tion of requirements. The request shall 
include the information specified in 
paragraphs (e)(2)(ii)(A) and (e)(2)(ii)(B) 
of this section. 

(A) Identification of the wastewater 
streams that are subject to this sub-
part and to provisions in 40 CFR parts 
260 through 272, determination of the 
Group 1/Group 2 status of those 
streams, determination of whether or 
not those streams are listed or exhibit 
a characteristic as specified in 40 CFR 
part 261, and determination of whether 
the waste management unit is subject 
to permitting under 40 CFR part 270. 

(B) Identification of the specific con-
trol requirements (e.g., waste manage-
ment units, numerical treatment 
standards, etc.) and testing, moni-
toring, recordkeeping, and reporting 
requirements that overlap between the 
provisions of this subpart and the pro-
visions of 40 CFR parts 260 through 272. 

(f) Overlap with the Vinyl Chloride 
NESHAP. (1) After the compliance 
dates specified in § 63.100 of subpart F 
of this part, the owner or operator of 
any Group 1 process vent that is also 
subject to the provisions of 40 CFR part 
61, subpart F shall comply only with 
the provisions of this subpart. 

(2) After the compliance dates speci-
fied in § 63.100 of subpart F of this part, 
the owner or operator of any Group 2 
process vent that is also subject to the 
provisions of 40 CFR part 61, subpart F 
shall comply with the provisions speci-
fied in either paragraph (f)(2)(i) or 
(f)(2)(ii) of this subpart. 

(i) If the process vent is already con-
trolled by a combustion device meeting 
the requirements of 40 CFR part 61, 
subpart F, then the owner or operator 
shall comply with either the associated 
testing, monitoring, reporting, and rec-
ordkeeping provisions for Group 1 proc-
ess vents in this subpart or the testing, 
monitoring, reporting, and record-
keeping provisions of 40 CFR part 61, 
subpart F. The owner or operator shall 
indicate this decision in either the No-
tification of Compliance Status speci-
fied in § 63.152(b) of this subpart or in 
an operating permit application or 
amendment. 

(ii) If the process vent is not already 
controlled by a combustion device, 
then the owner or operator shall com-
ply with the provisions of both this 
subpart and 40 CFR part 61, subpart F. 

(3) After the compliance dates speci-
fied in § 63.100 of subpart F of this part, 
if an owner or operator of a process 
vent subject to this subpart that is also 
subject to the provisions of 40 CFR part 
61, subpart F elects to control the proc-
ess vent to the levels required in 
§ 63.113(a)(1) or (a)(2) of this subpart 
without calculating the TRE index 
value for the vent according to the pro-
cedures specified in § 63.115(d) of this 
subpart then the owner or operator 
shall comply with the testing, moni-
toring, reporting, and recordkeeping 

VerDate Aug<31>2005 11:47 Jul 29, 2008 Jkt 214150 PO 00000 Frm 00198 Fmt 8010 Sfmt 8002 Y:\SGML\214150.XXX 214150eb
en

th
al

l o
n 

P
R

O
D

P
C

68
 w

ith
 C

F
R



189 

Environmental Protection Agency § 63.110 

provisions of this subpart and shall be 
exempt from the testing, monitoring, 
reporting, and recordkeeping provi-
sions of 40 CFR part 61, subpart F. 

(4) After the compliance dates speci-
fied in § 63.100 of subpart F of this part, 
the owner or operator of a Group 1 or 
Group 2 wastewater stream that is also 
subject to the provisions of 40 CFR part 
61, subpart F shall comply with the 
provisions of either paragraph (f)(4)(i) 
or (f)(4)(ii) of this section. 

(i) The owner or operator shall com-
ply with the provisions of both this 
subpart and 40 CFR part 61, subpart F 
or 

(ii) The owner or operator may sub-
mit, no later than four months before 
the applicable compliance date speci-
fied in § 63.100 of subpart F of this part, 
information demonstrating how com-
pliance with 40 CFR Part 61, subpart F, 
will also ensure compliance with this 
subpart. The information shall include 
a description of the testing, moni-
toring, reporting, and recordkeeping 
that will be performed. 

(g) Rules stayed for reconsideration. 
Notwithstanding any other provision of 
this subpart, the effectiveness of sub-
part G is stayed from October 24, 1994, 
to April 24, 1995, only as applied to 
those sources for which the owner or 
operator makes a representation in 
writing to the Administrator that the 
resolution of the area source definition 
issues could have an effect on the com-
pliance status of the source with re-
spect to subpart G. 

(h) Overlap with other regulations for 
monitoring, recordkeeping, or reporting 
with respect to combustion devices, recov-
ery devices, or recapture devices. After 
the compliance dates specified in 
§ 63.100 of subpart F of this part, if any 
combustion device, recovery device, or 
recapture device subject to this sub-
part is also subject to monitoring, rec-
ordkeeping, and reporting require-
ments in 40 CFR part 264, subpart AA 
or CC, or is subject to monitoring and 
recordkeeping requirements in 40 CFR 
part 265, subpart AA or CC and the 
owner or operator complies with the 
periodic reporting requirements under 
40 CFR part 264, subpart AA or CC that 
would apply to the device if the facility 
had final-permitted status, the owner 
or operator may elect to comply either 

with the monitoring, recordkeeping, 
and reporting requirements of this sub-
part, or with the monitoring, record-
keeping, and reporting requirements in 
40 CFR parts 264 and/or 265, as de-
scribed in this paragraph, which shall 
constitute compliance with the moni-
toring, recordkeeping, and reporting 
requirements of this subpart. The 
owner or operator shall identify which 
option has been selected in the Notifi-
cation of Compliance Status required 
by § 63.152(b). 

(i) Alternative means of compliance—(1) 
Option to comply with part 65. Owners or 
operators of CMPU that are subject to 
§ 63.100 may choose to comply with the 
provisions of 40 CFR part 65 for all 
Group 1 and Group 2 process vents, 
Group 1 storage vessels, Group 1 trans-
fer operations, and equipment that are 
subject to § 63.100, that are part of the 
CMPU. Other provisions applying to 
owners or operators who choose to 
comply with 40 CFR part 65 are pro-
vided in 40 CFR 65.1. Group 1 and Group 
2 wastewater streams, Group 2 transfer 
operations, Group 2 storage vessels, 
and in-process streams are not eligible 
to comply with 40 CFR part 65 and 
must continue to comply with the re-
quirements of this subpart and subpart 
F of this part. 

(i) For Group 1 and Group 2 process 
vents, 40 CFR part 65, subpart D, satis-
fies the requirements of §§ 63.102, 63.103, 
63.112 through 63.118, 63.148, 63.151, and 
63.152. 

(ii) For Group 1 storage vessels, 40 
CFR part 65, subpart C, satisfies the re-
quirements of §§ 63.102, 63.103, 63.112, 
63.119 through 63.123, 63.148, 63.151, and 
63.152. 

(iii) For Group 1 transfer racks, 40 
CFR part 65, subpart E, satisfies the re-
quirements of §§ 63.102, 63.103, 63.112, 
63.126 through 63.130, 63.148, 63.151, and 
63.152. 

(iv) For equipment, comply with 
§ 65.160(g). 

(2) Part 63, subpart A. Owners or oper-
ators who choose to comply with 40 
CFR part 65 must also comply with the 
applicable general provisions of this 
part 63 listed in table 1A of this sub-
part. All sections and paragraphs of 
subpart A of this part that are not 
mentioned in table 1A of this subpart 
do not apply to owners or operators 
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who choose to comply with 40 CFR part 
65, except that provisions required to 
be met prior to implementing 40 CFR 
part 65 still apply. Owners and opera-
tors who choose to comply with a sub-
part of 40 CFR part 65 must comply 
with 40 CFR part 65, subpart A. 

[59 FR 19468, Apr. 22, 1994, as amended at 59 
FR 53360, Oct. 24, 1994; 60 FR 5321, Jan. 27, 
1995; 61 FR 64575, Dec. 5, 1996; 62 FR 2742, Jan. 
17, 1997; 65 FR 78284, Dec. 14, 2000; 66 FR 6929, 
Jan. 22, 2001] 

§ 63.111 Definitions. 
All terms used in this subpart shall 

have the meaning given them in the 
Act, in subpart F of this part, and in 
this section, as follows. 

Air oxidation reactor means a device 
or vessel in which air, or a combination 
of air and oxygen, is used as an oxygen 
source in combination with one or 
more organic reactants to produce one 
or more organic compounds. Air oxida-
tion reactor includes the product sepa-
rator and any associated vacuum pump 
or steam jet. 

Annual average concentration, as used 
in the wastewater provisions, means 
the flow-weighted annual average con-
centration, as determined according to 
the procedures specified in § 63.144(b) of 
this subpart. 

Annual average flow rate, as used in 
the wastewater provisions, means the 
annual average flow rate, as deter-
mined according to the procedures 
specified in § 63.144(c). 

Automated monitoring and recording 
system means any means of measuring 
values of monitored parameters and 
creating a hard copy or computer 
record of the measured values that 
does not require manual reading of 
monitoring instruments and manual 
transcription of data values. Auto-
mated monitoring and recording sys-
tems include, but are not limited to, 
computerized systems and strip charts. 

Batch operation means a noncontin-
uous operation in which a discrete 
quantity or batch of feed is charged 
into a unit operation within a chemical 
manufacturing process unit and dis-
tilled or reacted at one time. Batch op-
eration includes noncontinuous oper-
ations in which the equipment is fed 
intermittently or discontinuously. Ad-
dition of raw material and withdrawal 

of product do not occur simultaneously 
in a batch operation. After each batch 
operation, the equipment is generally 
emptied before a fresh batch is started. 

Boiler means any enclosed combus-
tion device that extracts useful energy 
in the form of steam and is not an in-
cinerator. Boiler also means any indus-
trial furnace as defined in 40 CFR 
260.10. 

By compound means by individual 
stream components, not carbon equiva-
lents. 

Car-seal means a seal that is placed 
on a device that is used to change the 
position of a valve (e.g., from opened to 
closed) in such a way that the position 
of the valve cannot be changed without 
breaking the seal. 

Chemical manufacturing process unit 
means the equipment assembled and 
connected by pipes or ducts to process 
raw materials and to manufacture an 
intended product. A chemical manufac-
turing process unit consists of more 
than one unit operation. For the pur-
pose of this subpart, chemical manu-
facturing process unit includes air oxi-
dation reactors and their associated 
product separators and recovery de-
vices; reactors and their associated 
product separators and recovery de-
vices; distillation units and their asso-
ciated distillate receivers and recovery 
devices; associated unit operations; as-
sociated recovery devices; and any 
feed, intermediate and product storage 
vessels, product transfer racks, and 
connected ducts and piping. A chemical 
manufacturing process unit includes 
pumps, compressors, agitators, pres-
sure relief devices, sampling connec-
tion systems, open-ended valves or 
lines, valves, connectors, instrumenta-
tion systems, and control devices or 
systems. A chemical manufacturing 
process unit is identified by its pri-
mary product. 

Closed biological treatment process 
means a tank or surface impoundment 
where biological treatment occurs and 
air emissions from the treatment proc-
ess are routed to either a control de-
vice by means of a closed vent system 
or to a fuel gas system by means of 
hard-piping. The tank or surface im-
poundment has a fixed roof, as defined 
in § 63.111 of this subpart, or a floating 
flexible membrane cover that meets 
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